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Preface

Overview

u-center is ubloxC p o w@NSBavdluation and visualization tool which can be downloaded fre@f-charge
from our website (www.u -blox.com). This user guide provides a description of the features of this software. It
allows end users toassess and test #blox GNSS positioning chips and modulefor navigation and positioning
performance.

The purpose of ucenter is to enable users to:
Conduct performance tests on ublox and other GNSSdevices
Configure u-blox GNSS positioning chips and wdules
Update the firmware on GNSS modules.
Test the added performance providedby# | ox C Assi st Now service.

Using this guide
This guide assumeghat the user has basic computer skills and is familiar with the Windows Graphical User
Interface (GUI) andSNSSreceiver environments.
The following symbols are used to highlight important information:
& An index finger points out key information pertaining to integration and performance.

& A warning symbol indicates actions that could negatively impact or damage the receiver.

Technical support

If you have questions about installing or usingi-center.
Read thisuserguide carefully.

Check our homepage fhttp://www.u -blox.com) to ensure that your GNSSdevice firmware and the u-center
software are the latest versions.

Refer to our web basedinformation service

Worldwide Web

Our website (www.u -blox.com) is a rich pool of information. Product informationand technical documentscan
be accessed4/7.

By email

If you have technical problems or cannot find the required information in the provided documents, contact the
closest technicalsupport office. To ensure that we process your request as soon as podsibuseour service pool
email addresses rather thampersonalstaff email addresgs Contact detailsare at the end of the document.

Helpfu | information when contacting technical support

When contacting technicalsupport, have the following information ready:
Receiver type (e.gNEG7N), firmware version (e.g.1.00), and u-center release (e.g. tcenter 8.00)
Receiver configuration and short description of the application
Your complete contact details

UBX13005250 - R08 Production Information Preface
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1 Features

u-center evaluation software provides system integrators and end users with a quick and simple way to interface
with u-blox GNSSchipsets, modules and boards. It enables easy evaluation, performance testing, development
and debugging of GNSS positioning chips ananodules u-center allows easy connection to tblox products and
provides a suite of features to view, log, and analyze performance. The features include:

Support for u-b 1 o x C r e ¢ e-blexeposiioningstécinglogyu ucenter can communicate with these
receivers using either the UBX protocol or the NMEA183 standard protocol.

Support for receivers that utilize standard NMEA strings.

u-center presents all the information collected during the operation of the GNSS device. All aspects of GNSS
data (positon, velocity, time, satellite tracking, etc.) can be monitored and logged under various test
scenarios for the evaluation of a receiver. 4genter software allows analysis of the collected data in order to
investigate performance issues such as accuracyamtest position and trajectory, satellite tracking, time to
first fix, etc. All processed data can be captured in ASCII format and ported into popular spreadsheets for
creating additional plots and statistics.

Camera View: photographic data can be storedn the log file together with the navigation data and later be
replayed in the application.

Export data files to Google Earth and Google Maps.
Supports(Multiple GNSSAssistNow Online and AssistNow Offline.
Data recording and playback function.

Structuraland graphical data visualization in realime.

Export functionality to standard PC applicatios.

Docking views (reattime cockpit instruments):
Satellite constellation, compass, clock, altimeter, speedometedeNSSand satellite information views.

Download firmware updates to GNSS positioning modules

UBX13005250 - R08 Production Information Features
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2 Gettin g start ed

2.1 General information abou t displayed values
Longitude and latitude are displayed according to the datum selected in th&NSSdevice (usually: WGS34).
This option can be polled and set using the UBXFGDAT message.
Time is displayed with reference to UTC

Elevation is displayed with reference to either MSL (Height above mean sea level or Orthometric Height) or
to HAE (Height above WGSB4-Ellipsoid) The reference is controlled by th&sNSSconfiguration.

2.2 Connecting a n u-blox evaluation kit to the PC

This section assumes that you have purchasech ai-blox evaluation kit. Should you try to connect adifferent
GNSS devicao the PC, make sure you use apppriate RS232 level shifters.

The evaluation kit can be connected to the PC by using either an USB or a serial cable. In case of using the USB
port, a driver is required(contained in the ucenter installer or downloadable from our homepage)Be sure to
install the driverbefore connecting the evaluation kit to the computer.

2.3 Installing u-center

The installation program guides you through the necessary steps for a successful program installatibaring the
installation, you can choose the destination foldr for the program.

& u-center uses dynamic link libraries (DLL). The installation program will automatically install the
requi red DL L-Cesterprogram ditedioey. Should you try to copy a u -center
installation from one location to another after the installation, make sure you copy the DLL files
as well.

After a successful installation, tcenter can be started from the Start Menu (All Programs> u-blox -> u-center ->
u-center) and will start up as shown in

@ ucentersor S | ||
File Edit View Player Receiver Tools Window Help

DEd &~ & abhdEDEDE-eR-E-W-BE @BENEE0EaE

qo v v | . > [ ——

GNSS Evaluation Software

@blox u-center

www.u-blox.com

locate, communicate, accelerate

Ready 49 No port open_|u-blox5  [No file open Protocol 00:00:01 [UTC &

Figure 1: Start display

UBX13005250 - R08 Production Information Getting started
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2.4 Connect to the receiver

2.4.1 Select the port

Locate the communication toolbar Eigure 2 and click on the arrow beside thestt: icon. This will show a list with
all available COM ports Figure 3. Select the corresponding COM port where the receér is connected. If alink
could be established, the icon will turn green=m= and the text in the status bar changes from## Disconnected

to =@®= COMS 9600 (in this example ucenter is connected to COMS6) This does not mean that the
communication already works but only that the pat could be opened.

A v I v |

Figure 2: Communication toolbar

Al w MU w | Vo
*  [isconnect

Coml
COM4
COmMS
COMEB
cam7

Figure 3: List of available COM ports

2.4.2 Select the baud rate (only for COM ports)

Again in the communication toolbar, click on the arrow beside thennr icon. This will show a list with all available

baud rates Figure Y.Sel ect the correct baud rate on which the rec

If u-center is able to decode data from the receiver, the status bar begins to blink in greess shown in the

following icon: =P=COMB3600 This means that the connection is established successfully and the

communication between the receiver and ecenter is working.

= v U v | o B
1'200
2400
4'800

* 9600

19200
38'400
57'600
115200
230'400
460'800
921'600

Figure 4: List of available baud rates

You are now ready to use tle receiver.

UBX13005250 - R08 Production Information Getting started
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3 Concept and philosophy

Understanding the basic concept behind tcenter is important in order to get the highest benefit out of this
powerful evaluation software.Figure5 depicts the architecture of the software. The program gets a data stream
from either a COM port or a log file and splits this stream into protocol messages. From the messages, relevant
parameters are extracted and inserted into the current dataset of the database.

In the current dataset, statistical values of the parameters are calculated. Average, Minimum, Maximum and
Standard Deviation are calculated for most parameters. If a protocol does hprovide a parameter, ucenter tries

to calculate the parameter from the ones that are available. For example if velocitprth and velocity-east are
available, ucenter calculates the speed over ground and course over ground, unless this data is alreastgilable

in the protocol.

Map Views
Table Views
Docking Views
Statistic Views
Graphical Views
from other | Histogram Views

Parameters ~—

Calculate
Parameters

Protocol

Data T Parameter = — >
racter H
Source Parser Extracte Database a
E @ =
Logfile.ubx
Calculate
Statistics
Package Views
Console Views
———pp Data stream Message Views
——pp Messages -
——p Parameters

v

Figure 5: Engine Architecture

When a new epoch (change in time) is detected, the current dataset is stored as history in the database. This
history has a limited size. If thesize is exceeded tcenter keeps only the latest datasets and the oldest ones are
removed. The history size may be adjusted. Refer to secti8B3 for the details

u-center provides various vie classes for observation. Most views take their data from the databasbut some

get their data directly from the message without using the database at all. The other views are updated when
the database changes.

Message Views Displays and decodes a copgf every known message. This view allows observing a single
message in detail and it may also be used to configure the GNSS device. Refer to Secdh4 for details.
The configuration view is a subset of the message view and only displays message to configure the receiver.

UBX13005250 - R08 Production Information Concept and philosophy
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Console Views Displays the messages in text form. They are particularly useful for users to develop GNSS
firmware code. There is also a wide range of information available which is useful for &wation and testing.
Refer to ®ctions4.2.1, 4.2.2 and 4.2.3 for details.

Graphical Views Displays parameters from the databasén graphical form. Charts (see action 4.2.9),
Histograms (gction 4.2.10) and a Map Overlay (sction 4.2.8) can be created. There are two more views
(Deviation View and Sky View, seeections4.2.12 and 4.2.13) that may be used for statistical performance
and antenna pattern analysis.

Tabular Views Shows the parameters of the database in tabular form. They can be &b configured to
allow customized tables. Refer to sctions4.2.5 and 4.2.6 for details.

Docking Windows Can be docked to the frame of ucenter. An analog watch, compass, world map,
altitude and speed meter are available. There are also docking windows showing the current signal power
and the constellation of the satellites eceived by thedeviceas well as a summary of theGNSSstatus.

& Displaying varioussiews and docking windows requires computing power. Minimizing or closing them
may significantly reduce CPU usage.
3.1 Color and satellite coding scheme

In the graphical views and some docking windows, colors are used to indicate data qualitfable 1 shows the
color codes for graphical views depending onthe quality of the navigation solution.

Color Meaning
Yellow Current value
Orange Valid 3D navigationfix + Dead Reckoning
Green Valid 3D navigationfix
Cyan Valid 2D navigationfix

+ Magenta Dead Reckoningrix

+ Blue Degraded navigationfix

4+ Red No or invalid navigation fix

Table 1: Color-coding scheme for graphical views

UBX13005250 - R08 Production Information Concept and philosophy
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Table 2 gives the colorcoding scheme for the Docking Windows and Sky View. It indicates the state of each
satellite.

Color Meaning

|-.-| Green Satellite used in navigation (withEphemeris)

|-.-| Olive Satellite used in navigation (with Ephemeris and PPP)

'@  Dark Green Sat(_allite used i_n navig_ation (with aiding data: AssistNow Autonomous,
AssistNow Online/Offline)

‘@ cyan Satellite signal available, available for use in navigation

@ Blue Satellite signal available, not available for use in navigation

@ Red Satellite signal not available

Table 2: Color-coding scheme for the docking windows and sky view

Table3 gives the satellitecoding scheme for thedocking windows and sky view.

Satellite Code System
Gxx GPS

Rxx GLONASS
Bxx BeiDou
Exx Galileo

Sxx SBAS

Qxx QZSS

Table 3: Satellite -coding scheme for the docking windows and sky view

Figure6 shows the color legend. This is available under: Toofs Preferencesp Status Colors.

x

Generic I Wiorkspace I Colors

| teszsagebos I

M avigation Fix Status

Ma / lrevalid I == LtRed vI Valid 20 I LtCyan vl
Degraded I &= LtBlue vI Walid 30 I LtGreen vl
Dead Reckon I &4 Magenta vI Walid 3D+0R I LtOrange vl
Current I Ltvellow W I

Satellite Statuz

Mo Signal I@ Red vI sed I@ Green vl
Signal Im Elue vI Uzed [FPF] Inﬁ} Custom... "l
Ready |@ Cyan -[ Used no Ephl|@ DkGreen vl

0K I Cancel | Spmly |

Figure 6: Color-coding scheme for graphical views, docking windows, and sky view

UBX13005250 - R08 Production Information Concept and philosophy
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3.2 Operatin g modes

u-center has different operating modes(seeFigure 7). The mode changes when you open or close a log file or
when you make an action in the player. To be able to use the record mode you have to create a new file, save to
a new file or open an existing file. The record and player mode are only available if you have created a new file
or when you have opened a writeable file.

Recorder
Mode

Open/Create File

Online
Mode

Close/Eject File

Figure 7: Relations between operating modes

3.2.1 Onlin e mode

In this mode aGNSS devicés directly connected to ucenter via aCOM port. u-center can control and configure
the receiverand it will display the data that the receiver is sending periodically.

3.2.2 Stopmode

In this mode no data from a receiver ora log file is forwarded to the database and views. wbcenter is in this
mode when a log file is open but player and recorder are not active.

3.2.3 Recorder mode

Recorcer Mode is the same mode as the Online Modg except u-center additionally creates a log file,
concatenating all the messages sent Y the receiver. You enter this mode by creating a new log file or opening
an existing log file without write protection and pressing the record button. An example of using this mode
would be to make overnight measurements and evaluate the data at a lateinie. u-blox customer support may
request a log file from you when you are experiencing a problem with one of our receivers.

UBX13005250 - R08 Production Information Concept and philosophy
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3.2.4 Player mode

The Player Mode allows replaying a previously recorded log file step by step, in réale or at an accelerated
rate. You enter this mode by opening a file andoressing the play, step or scan button.

3.2.5 Relations between modes

The operating mode depends on the status of the log file player. Modes are changed by user actions. Each mode
has different states that are changed by a user action or by an evenséeFigure7).

In Online and Recorder modes, u-center displays data from the receiver. liPlayer mode data from a log file is
displayed. Player mode has different states. IRlay state messages are read and displayed periodically from the
log file. The very intuitive user interface is derived from that of a CD player.-center updates the views afer
each messageStep state only gets one message from the log file and immediately returns to pausdelay state.
Scan state also reads messages periodically but the display is only updated when paused or by changing the
state. Position can be set in a Ig file. This behaves differently in the Player and Stop modes. In Stop mode the
position is just set and no data is read and displayedi-center will start recording or playing from that position
when changing the mode. If position is set inPlayer mode, u-center will load the data up to this position from

the log file and display the contents.

3.3 Database limitation

The number of epochs displayed iu-center is limited in order to allow an efficient analysis of large log files. The
limit is set to 1800 epochsby default. This means if an epoch is available every second you can analyze data for
up to 30 minutes. After this time the oldest values are discarded. Data stored to a log file is not affected by the
database limitation.

File Edit View Player Receiver Window Help
ODE & - Firmware Update u-blox 5/6/7/M8... Ctrl+U
Dump Receiver Diagnestics... L
a @ d B EE- [ ]
ﬂ @ ﬂ iod u-blox 7/M8 Retrieve Log...
o v | K fi‘ Assisthow Offline 2
Y - AssisthNow Online 4
e e GMSS Configuration...
H v Jc 4
l ﬂ ﬂ lEl BEES File transfer...
N
| i Preferences.., L
Preferences \& @

Generic l‘.Vorkspac:e ] Colors ] Status Colors ] Messagebm(]

Serial ports
v Automatically (dis)connect if most recently used serial port (disappears.
Enumerate serial ports using |CreateFiIe j

Maximum number of serial ports ZSSA |

Power Management

@+ None " Disconnect on suspend |::>

Program Options {requires restart) MNmea Custom BDS Talker Id

Database

Maximum number of epochs ‘IE\DDJZI = 00:30:00 at 1Hz rate

oK | Cancel
=

Figure 8: Set maximum number of epochs to keep in database

UBX13005250 - R08 Production Information Concept and philosophy
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& Forlongt er m observations, itCs recommended to start rec

& If a high value of epochs is selected, the display of data in real -time cann ot be guaranteed,
especially when graphical views are open.

UBX13005250 - R08 Production Information Concept and philosophy
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4 u-center menus and windows

4.1 Main frame and toolbars

The main frame is the primary display screen of genter. It displays all tool bars and some of the information
provided by the device In the standard status bar, information about communication, UTCtime, connection
time, used protocol (NMEA or UBX), used file, etc. is shown.

i Button tool tip : A description about each button in the toolbars can be obtained by holding the mouse
cursor over the buton for a few seconds. A tool tip message will appear near theicon with additional
information while a detailed description is displayed in thetatus display.

File Edit View Player Receiver Tools Window Help
DHS- &k 2eel b DonEn-em- SIEELEEELLEE]
R RS 1 B R T S S T A e P &S S

Standard menu bar
Standard toolbar
Logfile toolbar

Standard status bar
Port information m Operating time
Status display Receiver generation

Ready =0= COMG 9600 u-blox M8 Mo file open NMEA 00:47:53 07:03:21 | & g

Figure 9: u-center main frame and toolbars

4.1.1 Standard menu bar

All u-center functions can be accessed through the standard menu bar. Commands can also be accessed by
shortcuts that are listed in the menus. Some often used operations are also available in the different toolbars.

UBX13005250 - R08 Production Information u-center menus and windows
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4111 File

MNew... . Ctrl+M
Save .. Ctrl+5
Open... Ctrl+0
Close

Database Empty

Database Export 2

Print...
Print Preview

Print Setup...
Recent Files r
Exit

Figure 10: File menu entries

Function Description Shortcut / Toolbar icon

5 Creates a new log file. No data is yet written but only
NewkE the file is opened. The duration of the logging time is | Ctrl+N / [
displayed in the status bar field Operating time.

Creates a new log file, saves the data from the internal
database to the log file and starts immediately
recording all new data from the receiver.This is useful

SavekE when an error or an unexpected event occurred and nd Ctr|+S / =
log file was recorded. The size of the rig buffer (4 MB)
is large enough to retain the data for the last hour
(approx.).
OpenkE Opens a stored log file to be replayed. Ctrl+O
Close Closes theactivefile. Ctrl+E / &
Database Empty Deletes the internal database and all saved values. 23]
Exports the internal database into HTML or KML data
Database Export formats for displaying with Google Map or Google
Earth.
PrinteE Prints the active document.
Print Preview Shows a preview of the print output.

Print Set ujp Shows thesetup dialog of the printer.

Recent Files Lists all recently used files. =
Exit Exits ucenter.
Table 4: File menu entries
UBX13005250 - R08 Production Information u-center menus and windows
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41.1.2 Edit
Cut
Copy
Paste
Delete

Select 4ll

Clear All

Ctrl+X
Ctrl+C
Ctrl+V

Del

Ctrl+ A
Ctrl+ Del

Figure 11: Edit menu entries

u-center - User Guide

Function Description Shortcut / Toolbar icon
Cut Cut the current selection and put in to the clipboard Ctrl+X / Shift+Del /
Copy Copy the current selection to the clipboard Ctrl+C / Ctrl+Insert /
Paste Paste the clipboard content to the current position Ctrl+V/ Shift+insert /
Delete Delete the current selection Del

Select All Select all in the current view Ctrl+A

Clear All Clear all in the current view Ctrl+Del

Table 5: Edit menu entries

The Edit menu is fully Microsoft Windows compliant.
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@blox

4.1.1.3 View
Packet Console Fo
Binary Console F7
Text Console F&
Messages View F9
Configuration View Ctrl+F9
Statistic View F10
Table View Fl11
Recent Table Views k
Google Earth
Map View
Perf Trace
et e - Satellite Position
Chart View v Satellite Level
Recent Chart Views - Satellite Level History
Histogram View World Position
Recent Histogram View r Data
C Vi
amera Tiew Altitude Meter
Deviation Map Fl12 Compass
Sky View Speed Meter
Docking Windows P Watch
Toolbars b — v Standard Toolbar
v | Views Toolbar
v Receiver Toolbar
v | Player Toolbar
v Action Toolbar
Assisthow Offline Toolbar

Figure 12: View menu entries

u-center menus and windows
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Function Description Shortcut / Toolbar icon

Packet Console Opens the packet console. F6/ 2l

Binary Console Opens the binary console. F7/ i

Text Console Opens the text console. Fg/ 2

Messages View Opens the dialog with all supported messages. F9/

Configuration View Opens the dialog with all configuration messages. Thi{ ctrl+Fg / E
is a subset of the Messages View.

Statistic View Opens the statistic view with all data from the internal| g1¢/ [E]
database.

Table View Opens the empty table view All values from the| 11/ E
internal database can be displayed individually.

Recent Table Views Lists all the table views that have been opened. Th
information comes from the Windows registry and is
also valid after a restart of ucenter.

Google Earth Opens a window using the Google Earth plugin(Read | &
and accept the terms of usage the first time.

Map View Opens a window allowing to display a map. e

Chart View Opens a window with chart functionality. All values| BEg
from the internal database can be displayeg
individually.

Histogram View Opens a window with histogram functionality. All | &
values from the internal database can be displaye
individually.

Camera View Opens a window allowingto connect to a webcam and
visualize and save the image.

Deviation Map Opens a window with a position deviation map. F12/ B

Sky View Opens a window with the sky view. The current [
position of the satellites and their values from the
internal database ae shown.

Docking Windows Opens a list with all available docking windows that
can be shown.

Satellite Position Shows or hide the current satellite positions.

Satellite Level Shows or hide the current satellite levels. .l

Sgtelllte Level Shows or hide the history of the satellite levels. |

History

World Position Shows or hide the current position on the world map. i

Data Shows or hide data from the navigation solution (like =
position, TTFF, accuracy and DOPSs)

Altitude Meter Shows or hide thealtitude meter.

Compass Shows or hide the compass. [

Speed Meter Shows or hide the speed meter.

Watch Shows or hide the clock. G
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Toolbars

Opens a list with all available toolbars that can bg
shown.

Standard Toolbar

Shows or hide the standardoolbar.

Views Toolbar

Shows or hide the views toolbar.

Receiver Toolbar

Shows or hide the receiver toolbar.

Player Toolbar

Shows or hide the player toolbar.

Action Toolbar

Shows or hide the action toolbar.

AssistNow Offline
Toolbar

Shows or hide the AssistNow Offline toolbar.

Table 6: View menu entries

4.1.1.4 Player

Eject Ctrl+E
Stop Ctrl+H
Pause Ctrl+P
Record Ctrl+R
Step Ctrl+5pace
Play Ctrl+G » —o Very Slow
Scan Ctrl+F Slow
Goto Begin Mormal
Gote End Fast
Very Fast
Repeat
Figure 13: Player menu entries
Function Description Shortcut / Toolbar icon
Eject Closes the active log file Ctrl+E | &
Stop Stops reading or recording from the active log file ctri+H/
Pause Pause reading or recording from the active log file. Ctrl+P /
Record Starts recording to a new or already opened log file| ctrl+R / #
Any data in the internal database will not be writtento
the file. If you want to save this data into a log file,
open the File menu and click Save.
Step Single step function. The next message is read. Ctrl+Space /I#
Play Starts reading from the active log file. The speed of thg Ctrl+G /
action can bechosen on the submenu.
Scan Reads the entire log file into the database and updates Ctrj+E / W
the display at the end of the scan period

UBX13005250 - R08
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Goto Begin

Sets the read position to the begin of the log file

Goto End

Sets the read position to the endof the log file

Table 7: Player menu entries

4.1.1.5 Receiver

Disconnect 1'200
com1 Ctrl-1 2
COM3 Ctrl-3 R
comd Ctrl-4 ' gsloo
COMS Ctrl-5 19I200
COME Ctrl-6 SR
*  COMT7 Ctrl-7 New... AL
115200
Port P — MNetwork connection P — Recent1 230'400
Baudrate 3 > 460°800
Location API 921'600
Sensor AP1 3 New...
Metwork connection P — Recent1 u-blox 5
Autobauding AT Prot 10.00 (FW 4.00)
DEDigiNisane Ll Prot 10.01 (FW 4.01)
Generation v L | Tl Prot 11.00 (FW 5.00)
Protocol Filter 4 » Al Prot12.00 (FW 6.00)
P N u-blox 5 y s  Prot1202 (FW6.02)
Warmstart u-blox@ D *  Prot12.00 (FW6.00)
Coldstart u-blox 7 P —» Prot 14.00 (FW 1.00) Prot12.02 (FW 6.02)
Save Config u-blox M8 Y T prot15.00 (FW200) Prot 13.00 (FW 7.03)
Load Config Prot15.01 (FW 2.01)
Revert Config Prot 16.00 (FW 2.20)
Prot17.00 (FW 2.30)
Figure 14: Receiver menu entries
Function Description Shortcut / Toolbar icon
Defines the port u-center connects to. The list is
generated automatically using the enumeration
Port method under ToolsA PreferenceshA Generic -
Enumerate serial ports using
The currently used port will be indicated with a».
Disconnect Disconnecst from a connectedreceiver
COM [1E 9] Connectst o C O M]with&he current baudrate. Ctrl+[1E 9]
Network connection Connects to a receiver through network.
Defines the baud rate of the communication. The list is
Baud rate pre-defined and cannot be changed. -
The currently set baud rate will be indicated with as.
Location API Connects to the receiver using the Location API

UBX13005250 - R08
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Sensor API

Connects to the receiver using the Sensor API (the US
Sensor driver is required in this case)

Autobauding

Enables or disables autobauding for the current
communication with the receiver

Enables all debug messages in the receiver. Can be

the receiver to the default configuration.

Debug Messages requested by the ublox support. &
Defines the generation of the attached ublox GNSS
Generation receiver.u-center also tries to detect automatically the
correct generation.
Protocol Eilter Sets 't.he message filter against versions of protocol
specification.
Action Lists all possible actions that can be performed with the
u-blox GNSS receiver. This includes the following:
Sends a hotstart command to the receiver. No data is
Hotstart . , [
deleted in the receiver.
Sends a warmstart command to the receiver. Only the
Warmstart . [l
ephemeris are deleted from the memory.
Sendsa coldstart command to the receiver. All
Coldstart . oo lc
information is deleted from the memory.
i Saves the current receiver configuration to the memaory
Save Config so that it will be loaded after a restart. &
Load Config Loads the last saved configuration from the memory. =
Revert Config Deletes all configurations in the memory and reverts &

Table 8: Receiver menu entries

41.1.6 Tools

Firrnware Update u-blox 5/6/7/M8E... Ctrl+U

Durnp Receiver Diagnostics...

u-blox 7/M8E Retrieve Log...

Assisthow Offline
AssistMow Online
GMSS Cenfiguration...

File transfer...
Preferences...

Figure 15: Tools menu entries

P —

P —

AssistMow Offline (u-blox 5 - 7)...
Multiple GN55 AssistMow Offline (u-blox ME]...

Assisthow Online (u-blox 5 - 7)...

Multiple GM55 AssistMow Online (u-blox ME)...

Some of the menu items will only be displayed when the correct receiver generation is connected and identified
by u-center. If you cannot select one option, change the receiver generation under ReceivigrGeneration.

UBX13005250 - R08

Production Information

u-center menus and windows

Page 23 of 68



u-center - User Guide

@blox

Function

Shortcut / Toolbar icon

Ctrl+U

Description

Opens the firmware update dialog for ublox 5-M8
generation receivers.

Firmware Update u -
bl ox 5/6/7

Dump Receiver
Di agnosti c g

u-blox 7/M8
Retrieve L

Tool to create the receiver diagnostic. Can be
requested by the ublox support team.

Opens the dialog to download log information from
the receiver.

This is supported only since 4blox 7 receivers.
Opens the AssistNow Offline dialog

AssistNow Offline

AssistNow Online Opens the AssistNow Online dialog

GNSS Opens the dialog to save the receiveronfiguration to a

Conf i gur at i file onthe PC or to restore a configuration from a file
on the PC.

Fil e tr ans fl Opens File Transfer to Receiver dialog

Preferences;q

Opens the dialog for the ucenter preferences.

Table 9: Tools menu entries

4.1.1.7 Window

Cascade
Tile Horizontally
Tile Vertically

Close All
Save Workspace As ..
Restore Workspace From ...

Recent Workspace 2
Arrange Icons

v 1 Packet Console

Figure 16: Window menu entries

Function Description Shortcut / Toolbar icon

Cascade Arranges all open dialogs cascaded.

Tile Horizontally

Arranges all open dialogs horizontally.

Tile Vertically

Arranges allopen dialogs vertically.

Close All

Closes all open dialogs and windows.

Save Workspace

As E

Allows to save the positionof the open dialogs and
windows to a file on the computer.

Restore Workspace
Fr omE

Allows to restore the position of the dialogs am
windows from a file on the computer.

Recent Workspace

Lists all recently used workspace files.
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Arrange Icons Arranges the icons at the bottom of the window.

List of dialogs and | Lists all visible and hidden dialogs and windows in-u
windows center.

Table 10: Window menu entries

4.1.1.8 Help

Contents... F1
About u-center...

Figure 17: Helpmenu entries

Function Description Shortcut / Toolbar icon

ContentseE References to this user guide. F1

Aboutu -c e nt e r | Shows the about dialog with the software version and
the used libraries and their versions.

Table 11: Help menu entries

4.1.2 Standard toolbar

The standard toolbar gives access tstandard operations like opening and saving filegrint the current view or
empty the database.

OE =~ &

|—Delete internal database
Paste content from clipboard
Copy content to clipboard
Cut content to clipboard
Print preview

Print
Open file (and list recent files)
Save file
New file
Figure 18: Standard toolbar entries
UBX13005250 - R08 Production Information u-center menus and windows
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4.1.3 Views toolbar

Figure 19: Views toolbar entries

4.1.4 Communication toolbar

Figure 20: Communication toolbar entries

4.1.5 Log file toolbar

Figure 21: Log file toolbar entries

UBX13005250 - R08 Production Information u-center menus and windows
Page 26 of 68

































































































































